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0282 Vernier depth gauges

Measuring range Base length Reading Ref. No. List price
mm inch mm inch mm Euro

Stainless steel, vernier satin chrome finished
• 150 6 100 4 0.05 0282 201 66.00
• 200 8 100 4 0.05 0282 202 68.00
• 300 12 100 4 0.05 0282 203 79.00
• 250 10 130 5 0.05 0282 204 76.00
• 300 12 150 6 0.05 0282 205 83.00
• 400 16 150 6 0.05 0282 206 93.00
• 500 20 150 6 0.05 0282 207 128.00
• 500 20 250 10 0.05 0282 208 197.00
• 800 31 250 10 0.05 0282 209 325.00
• 1000 39 250 10 0.05 0282 210 462.00

• 1500 59 300 12 0.05 0282 212 1,128.00
• 2000 79 300 12 0.05 0282 213 1,482.00

Stainless steel, vernier + scale satin chrome finished
• 150 6 100 4 0.05 0282 501 72.00
• 200 8 100 4 0.05 0282 502 76.00
• 300 12 100 4 0.05 0282 503 86.00
• 250 10 130 5 0.05 0282 504 83.00
• 300 12 150 6 0.05 0282 505 91.00
• 500 20 150 6 0.05 0282 507 141.00
• 500 20 250 10 0.05 0282 508 215.00
• 800 31 250 10 0.05 0282 509 357.00
• 1000 39 250 10 0.05 0282 510 506.00

Measuring range Dimension mm
mm a b c

150 - 200 8.0 3.0 3.5
250 - 500 12.0 4.0 4.0
500 - 1000 20.0 5.0 10.0

1500 25.0 6.0 13.0
2000 30.0 7.0 13.0

Specification

• DIN 862
• Locking screw
• Straight measuring rod

• Low-set master scale
• High-precision laser 
 graduation on the vernier
 and scale

DIN
862Shipment

• Cardboard box for 
calipers up to 1000 mm, 
larger measuring ranges 
are individually packed




